
ZAMBEZI 4W EMERGENCY SIGN LIGHT 

MAIN FEATURES:
• Maintained or Non- maintained use
• 5 in 1 mounting capability
• Legends included - up / down / left / right
• Long lasting lithium battery

This instruction leaflet contains important information on the correct 
installation and operation of your fitting. Read this leaflet fully before 
attempting installation and retain for future reference.

SPECIFICATION

MODEL: HSEMLED/ESU
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Rated voltage:
Wattage:
Wattage:
Lumen output:
Lumen output:
Colour temperature:
Battery (LiFePO4): 
Charging time: 
Battery protection:

Ingress protection: 
Minimum emergency duration: 
Operating temperature: 
Protection Class:
Weight:
Produced in accordance with:
Warranty:

220-240 vAC 50/60Hz
0.9W (em mode)
4w (maintained mode)
30Lm (em mode)
40Lm (maintained mode)
6500k

O

3.2v 1000mAh
24 hours
Overcharged & over
discharge protection
IP20
3 Hours
0 c - 40 c

O

Class II
802G
BS EN 60598-2-22
3 years (including 
battery)

Read this first before installation:

> This product must be installed by a competent person 
in accordance with the current building and IET wiring regulations (BS7671). 

> As the buyer/installer and /or user of this product, it is your own 
responsibility to ensure that this fitting is fit for the purpose for which you have 
intended it. 

> Switch off the mains before commencing installation and remove the 
appropriate circuit fuse or lock off MCB. 

> The lamps&batteries supplied with this fitting are consumable parts and 
therefore may be outside of any warranty offered. 

> This unit is suitable for indoor use only. 

> This product is designed for permanent connection to fixed wiring: this must 
be a suitable circuit (protected with the appropriate MCB or fuse). 

> Before making fixing hole(s),check that there are no obstructions hidden 
beneath the mounting surface such as pipes or cables. 

> The chosen location of your new fitting should allow for the product to be 
securely mounted (e.g. to a ceiling joist) and safely connected to the mains 
supply (lighting circuit). 
> Do not attach to surfaces which are damp,freshly painted 
or otherwise electrically conductive (e.g. metallic surfaces). 

> When making connections ensure that the terminals are tightened securely 
and that no strands of wire protrude. Check that the terminals are tightened onto 
the bared conductors and not onto any insulation. 

> Make connections to the electrical supply in accordance with the following 
code: 
Live - Brown or Red 
Live1 - Brown or Red 
Neutral - Blue or Black

> Remove wire link for non-maintained use.

> This fitting is double insulated;do not connect any part to earth. 

> This product is not intended to be used by children and persons with sensory, 
physical and /or mental impairments that would prevent them from using it 
safely. 
Installation
This product is multi-functional and can be ceiling mounted in two positions, 
suspended and recessed and also wall mounted with the guide panel hanging 
down. Choose your preferred location and follow the relevant instructions listed 
below and referring to the corresponding drawings.
Existing fitting must be completely removed before installation of a new product. 
Before removing the existing fitting carefully note the position of the each set of 
wires.

> For suspended ceiling mounting (Drawing A) using the ceiling cover as the

template. Mark: and drill the fixing hole. Take care to avoid damaging 
concealed wiring and pipes. then attach the ceiling cover in place 
with supplied screws. Make sure the suspension cables are secured 
in place.

* For recessed ceiling mounting (Drawing B)· Cut a hole in the
ceiling using an apprpriate tool. Cut out sizes 360x60mm.. 
Minimum ceiling void depth is 100mm. lt is recommended to cut 
the hole slightly  smaller than needed, then file the hole until the 
recessed units fits snugly. Fit the spring clips and slide the 
recessed cover over the product from the bottom upwards until the 
cover clips in place. Push the spring clips and fit into the ceiling 
recess hole. 

• For wall mounting 1 (Drawing C):Remove the two screws on top of 
the product and arrange angled bracket in place on product . 
Tighten the angled bracket in place using the removed screws. 
Using the bracket as a template mark and drill the fixing holes. Take 
care to avoid damaging any concealed wiring and pipes. Then 
attach the product with the bracket to wall. 

B 

C 

• For Vertical Wall Mounting (Drawing D):Using the supplied corner 
bracket as a template, mark and drill the fixing hole and 
attach the bracket to the wall. Take care to avoid damaging 
any concealed wiring and pipes. Push light fitting through 
corner bracket hole. Attach the fitting to the bracket with the 
supplied screw.

For Ceiling mounting (Drawing E) :Remove two screws on both ends of the 
body and lift off the top cover. Then drill the 2 mounting holes on the top 
cover. Use the rear of the case as a template, Mark the position of the fixing 
holes and cable entry hole on your mounting surface. Thread your mains 
supply cable through the large hole in the rear of the case. 

IMPORTANT:Always switch off at the mains before changing the lamp. You 
are advised at every stage of your installation to double-check any electrical 
connections you have made. After you have completed your installation there 
are electrical tests that should be carried out. these tests are specified in the 
current IET wiring and building regulations. 

Each day: 
Check that the charging indicator LEDs are lit. 
Each month: 
Isolate the power supply and check the light remains 
illuminated. Endorse the test record form on the rear. 
Every six months: 
Isolate the power supply and check that the light is 
still illuminated after 1 hour. Endorse the test record 
form on the rear. 

D 

After installation, you should allow 24 
hours for the battery pack to charge fully 
before testing. Isolate the power supply 
and check that the light remains 
illuminated for at least three hours. 
Restore the power supply. 

Once each year: 
Isolate the power supply and check that the light is 
still illuminated after 3 hours. Endorse the test 
record form on the rear. 

Please keep this instruction booklet 
and test record in a safe place. 

A fire officer or other authorised person 
may want to see your record of
inspection and testing. 
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MONTH TEST
1ST YEAR 2ND YEAR 3RD YEAR 4TH YEAR 5TH YEAR

SIGNED DATE SIGNED DATE SIGNED DATE SIGNED DATE SIGNED DATE

1 SHORT

2 SHORT

3 SHORT

4 SHORT

5 SHORT         

6 1 HR

7 SHORT

8 SHORT

9 SHORT

10 SHORT

11 SHORT

12
1 HR

3 HR

INSTALLATION AND MAINTENANCE RECORD

INSTALLER:

INSTALLATION: TYPE:

INSTALLATION TEST DURATION & DATE:

This marking indicates that this product should not be disposed 
with other household wastes throughout the EU. To prevent 
possible harm to the environment or human health from 
uncontrolled waste disposal, recycle it responsibly to promote 
the sustainable reuse of material resources. To return your 

used device, please use the return and collection systems or contact the 
retailer where the product was purchased. They can take this product for 
environmental safe recycling.

Led replacement: 

> The LED module in this product is

non-replaceable.

> IFR 18500 LiFeP04 3.2V lOOOmAh 

If after routine operation check, the lamp does not 

remain lit for the three hour period, a new battery 

pack may be required.

1) Switch off the electricity at the mains. 

2) Allow batteries to fully discharge then reconnect to

supply and allow to charge for 24 hours. 

3) Test again for 3 hours, if light does not remain lit 

change the battery pack as follows: 

4) To replace the battery pack,it is necessary to

disconnect the fitting from the mains supply and 

lock off. 

5) Undo the screw on the side of the product and lift 

cover off .Set screw aside for refitting later. 

6) Unplug the battery lead from the PCB.Remove 

any cable ties around the cables. 

7) Remove the battery pack waste electrical products 

should not be disposed of household waste.Please 

recycle where facilities exist .Check with your local 

authority or retailer for recycling advice. 

8) Replace the battery with a 3.2V lOOOmAh LiFeP04 

Use of a different type of battery will damage the 

product. 

9) Write current date on the new battery pack. 

10) Fit the new battery pack in position and plug battery 

pack into the PCB. 

11) Refit the cover with screw set aside earlier. 

12) Restore power and allow to charge for 24 hours. 

13) Perform full operation check and update test 

record. 

14) Restore power and allow to charge for 24hours.

Replacement Battery type: 

Battery Replacement: 


